


black white

YNLUX100PRO

2700K
1M 2M 3M

4600Lux 1100Lux 500Lux

5600K 5622Lux 1300Lux 600Lux
6500K 5488Lux 1300Lux 600Lux

2700K
1M 2M 3M

11836Lux 2300Lux 1000Lux

5600K 14836Lux 2900Lux 1200Lux
6500K 14316Lux 2800Lux 1200Lux

2700K
1M 2M 3M

51498Lux 10900Lux 4500Lux

5600K 64565Lux 13700Lux 5600Lux
6500K 62162Lux 13300Lux 5400Lux

Illuminance Value

Single
Light

Standard 
Reflector

Dragon-
scale 
Reflector

Distance
Color Temperature

Color Temperature
Distance

Distance
Color Temperature

Light Source: One COB lamp bead 

Color Temperature Version:  Bi-color: 2700K- 6500K;       

Output Power: LED: 120W

External Battery:2pcs NP-F series batteries /

1pc V mount battery (need to be purchased separately) 

The net weight of the light: about 0.88kg                   

Special Effect Mode:12   

External Power Source: DC 19V      6A/ 19V     6.31A

Light Source: One COB lamp bead 

Color Temperature Version: Bi-color: 3200K- 5600K; 

White:5600K 

Output Power: LED: 100W

External Battery: 2pcs NP-F series batteries/ 

1pc V mount battery (need to be purchased separately) 

Special Effect Mode:White:9, bi-color:12

The net weight of the light: about 0.77kg

External Power Source: DC 19V    5A/ 19V    5.26A

YNLUX100
100W Handheld fill-in light

100W

Distance

3200K
1M 2M 3M

4300Lux 1000Lux 500Lux

4000K 5100Lux 1300Lux 600Lux
5600K 4700Lux 1200Lux 600Lux

Distance

3200K
1M 2M 3M

11000Lux 2300Lux 1000Lux

4000K 13300Lux 2800Lux 1200Lux

5600K 12500Lux 2600Lux 1100Lux
Distance

3200K
1M 2M 3M

47200Lux 10500Lux 4500Lux

4000K 57200Lux 12700Lux 5500Lux
5600K 53300Lux 12200Lux 5200Lux

Single 
Light

Standard 
Reflector

Illuminance Value

Dragon-
scale 
Reflector

Color Temperature

Color Temperature

Color Temperature

*The above tests are average values, the brightness of different lamps might be 
slightly different.

YNLUX100 PRO
Handheld bi-color temperature fill-in light

120W

120W
Metal Material 
Bowens Mount 

*The above tests are average values, the brightness of different lamps might 
be slightly different.

Single
Light

Distance

2700K
1M 2M 3M

4600Lux 1100Lux 500Lux

5600K 5622Lux 1300Lux 600Lux
6500K 5488Lux 1300Lux 600Lux

Distance

2700K
1M 2M 3M

18600Lux 3750Lux 1570Lux

5600K 23900Lux 4780Lux 2040Lux

6500K 23200Lux 4750Lux 2010Lux
Distance

2700K
1M 2M 3M

51498Lux 10900Lux 4500Lux

5600K 64565Lux 13700Lux 5600Lux
6500K 62162Lux 13300Lux 5400Lux

Color Temperature

Color Temperature

Color Temperature

Dragon
-scale 
Reflector

Distance

5600K
1M 2M 3M

5570Lux 1510Lux 832Lux

Dragon
-scale 
Reflector

5600K 26500Lux 5210Lux 2200Lux
5600K 45000Lux 8260Lux 3270Lux

Color Temperature

Single
Light

Standard 
Reflector

White 
Color 
Temperature

YNRAY100 

YNLUX200 200W Video Light

Distance

5600K
1M 2M 3M

9120Lux 2410Lux 1260Lux
Single
Light 2700K 6720Lux 1880Lux 967Lux

5600K 8440Lux 2390Lux 1270Lux

5600K
1M 2M 3M

20900Lux 4710Lux 2160Lux
Standard 
Reflector 2700K 15900Lux 3650Lux 1650Lux

5600K 20100Lux 4700Lux 2160Lux

5600K
1M 2M 3M

Dragon
-scale 
Reflector

2700K
5600K

Color Temperature

6500K 8200Lux 2310Lux 1230Lux

6500K 19400Lux 4500Lux 2030Lux

77600Lux 17600Lux 7430Lux

54200Lux 12800Lux 5360Lux
68600Lux 16100Lux 6760Lux
65500Lux 15500Lux 6500Lux6500K

White:

Bi-color:

Bi-color:

Bi-color:

Distance
Color Temperature

White:

Bi-color:

Bi-color:

Bi-color:

Distance
Color Temperature

White:

Bi-color:

Bi-color:

Bi-color:

Exponential Function Sine Function

Logarithmic Function Linear Function

Built-in Light Adjustment Curves

Illuminance Value

*The above tests are average values, the brightness of different lamps might 
be slightly different.

*The above tests are average values, the brightness of different lamps might 
be slightly different.

Color temperature   2700K-6500K
Output power：constant power 200W
 (Color temperature changes, brightness remains unchanged)

External battery ：2pcs NP-F series batteries or 
                                  1pc V mount battery for power supply
External power：DC 24V     8.33A     
Interface size:φ5.5*2.1mm
The size of the video light：18*12.5*12.5mm

Exponential Function Sine Function

Logarithmic Function Linear Function

Built-in Light Adjustment Curves

Light source: COB lamp bead RA ≥ 95
Output power: constant power 120W
Special effect modes: White:9, bi-color:12
Mount: general bowens mount
Color temperature: 2700K-6500K/5600K
LED Video light size: 25.2 * 13.7 * 31.4cm
External power supply: DC 19V     6.31A,
Interface size φ 5.5 * 2.1m

120W Video Light
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Model：YN216 II

Light Source：332 pcs LED lamp beads

Output Power：24W

Color Temperature：White:5600K, bi-color:2700K-8000K

External Battery：1pc NP-F series battery for power supply 

or 8pcs AA batteries(need to be purchased additionally)

External Power：DC 12V      2A, interface size φ5.5*2.1mm

The size of the light：16.5*14*16.5cm

Bluetooth Remote Control：≤50m

Illuminance Angle：55°

2.4G Wireless Control：≤100m

Average Lifespan：50000H 30%
illumination

RGB

P360 Pro Max
360W Professional RGB Panel Light

P360 Pro Max
P360 Pro Max is YONGNUO latest professional RGB 
panel light, It will bring surprises to photographers 
in terms of brightness, color temperature, color 
gamut, functions, etc. At the same time, it will also 
bring you a new experience in aspects such as 
appearance design, intelligent control, and 
accessory ecology.

illumination

CCT:
2700K

1M 3M 5M
7000Lux 940Lux 360Lux

3200K
4300K

5500K
6500K
10000K

100%
7900Lux 1060Lux 400Lux
8930Lux 1210Lux 450Lux
9280Lux 1250Lux 470Lux
9320Lux 1260Lux 470Lux
9450Lux 1280Lux 470LuX

* Laboratory data of Illumination 
(measured with official diffuser and reflector unfolded at 15 degrees)

360W Professional RGB Panel Light

60%
illumination

90%
illumination

2000K
Temperature21 22

YN216II
24W Portable Professional 
LED Video Light

Color Temperature: 2700K 3200K 4400K

Single Light(1M) 1705Lux 2130Lux 2910Lux

5600K

2630Lux

6500K

2265Lux

Illuminance Value



14 Various Special Modes

YN60RGB 6W LED Video Light

10 Various Special Modes

YN300IV
Color Temperature: 5600K and RGB or
3200K~5600K and RGB
Color Rendering Index: ≥95
Remote Distance: ≤15m  
Power: 24W
Luminance Angle: 55° and 110°
Compatible Batteries: NP-F series lithium battery*1
External DC Power Supply:  DC12V   2A  
USB Type-C
Dimension: 255*230*97mm        
Charging Power: 18W
Weight: about 920g 

30 + Various
Special Modes

RGB

Light Source: 108 pcs SMD LEDs and 100 pcs RGB lamp beads

Luminance Angle: 110°   

Output Power: 18W              

CRI: ≥95   

Color Temperature: 3200K-5600K and RGB full color           

Average Service Life: 50000h

Remote Distance: ≤15m  

Lumen: Bi-color:2268LM; RGB:1235LM        

Dimension: 216*187*52mm                

Power Supply: 12V2A DC power or NP-F series lithium battery*1

Weight: about 530g       

YN300 Air II 18W LED Light

24W RGB LED Video Light
65mm

65mm

27mm
RGB
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*The above tests are average values, the brightness of different lamps might be slightly different.

YN540RGB 40W RGB LED Video Light
Number of lamp beads: 540 
(192 warm lamp beads+192 cold lamp beads+156 RGB lamp beads)
Output Power: 18W              
Color Temperature: 3200K-5600K and RGB full color           
Average Service Life: 50000h
Remote Distance: ≤15m  
Dimension: 230*202*63.5mm                
Power Supply: AC 100-240V 50/60Hz   DC 15V      3.2A 
Weight: about 1278g       

12W RGB LED Video LightYN135

8W RGB LED Video LightYN120 RGB

Number of lamp beads:  135 high color rendering lamp beads
Output Power: 12W              
Color Temperature: 3200K-5600K and RGB full color           
Average Service Life: 50000h
Remote Distance: ≤15m  
Battery: 3.7V 5000mAh
Input voltage: Type-C charging port 5-15V     2A, supports QC3.0 fast charge
Dimension: 151.2*77.5*11.8mm  
Weight: about 210g       

Number of lamp beads:  120 pcs
（42 Warm-white lamp beads+42 Cold-white lamp beads+36 RGB lamp beads）
Output Power: approx.8W             
Color Temperature: 2500~9900K(±100K) and RGB full color           
Built-in Lithium Battery:  3000mAh
Fixed interface: 1/4 nut interface hole x2  
Dimension: 16*108*66mm             
Charging Power: 5V    2A (About 2.5 hours to fully charge)
Weight: approx.121g       31 Various Special Modes

10 Various Special Modes

Number of lamp beads:  36 pcs
（12 warm-white lamp beads+12 Cold-white lamp beads+12 RGB lamp beads）
Output Power: 6W             
Color Temperature: 2500K-9500K and RGB full color           
Built-in Lithium Battery:  2000mAh
Color rendering index (CRI): 95+ TLCL: 97+
RGB hue (HSI): adjustable full color 0-360° hue, brightness 0-100% adjustable, 
the light will be off at 0%
Dimension:  79.2*65*27mm           
Charging interface: Type-C, support 5V     2A 
Weight: approx.104g       

10 Various Special Modes
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100%

illumination

Distance

RGB

0.3M 0.5M 1M

6310Lux 2610Lux 685LuX

lamp beads 17620Lux 8730Lux 2830Lux



MACRO RING FLASH
Macro Ring FlashYN14EX C/N

Macro Ring FlashYN14EX II C/S/N 

Macro Ring FlashYN24EX C/S/N  

 

Type: Automatic macro flash for close-up photography

Guide No.: 14(ISO 100,105mm)

Flash Ratio Control: With the precision of 1/2 EV within the range of 8:1-1:1-1:8                               

Flash Mode: TTL, M

Power Supply: 4*AA alkaline battery or AA Ni-MH battery

Lighting Times: 200-2500 times   Recycle time: approx. 3s

Color Temperature: 5600K  

Flash Control: 7 levels of output control(1/128-1/1), 19 levels of fine tuning                     

External Interface: Hot shoe, PC port, Charging port

Flash Unit Dimension: 153*123*26mm

Control Unit Dimension:153*74*56mm 

Net Weight: about 420g 

Type: Automatic macro flash for close-up photography

Guide No.: 18 (ISO 100 in meters)

Flash Ratio Control: With the precision of 1/2 EV within the range of 8:1-1:1-1:8

Flash Mode: TTL, M

Power Supply: 4*AA alkaline battery or AA Ni-MH battery

Lighting Times: 200-2500 times   Recycle time: approx. 3s

Color Temperature: 5600K   

Flash Control: 8 levels of output control(1/128-1/1),  22 levels of fine tuning

External Interface: Hot shoe,PC port, Charging port

Flash Unit Dimension: 135*123*26mm

Control Unit Dimension: 175*105*160mm 

Net Weight: about 920g 

Flash Ratio Control: With the precision of 1/2 EV within the range of 8:1- -1:1-1:8.

Guide No.: Two flash heads: 24/64.3

Single Flash Head: 16/45. 5(ISO 100, in meters)

Flash Mode: TTL, M                 

Color Temperature: 5600K

External Interface: Hot shoe, PC port and external charging port

Flash Control: 8 levels of output control(1/128-1/1), 22 levels of fine tuning

Flash Unit Dimension :251*49*107mm

Control Unit Volume: 175*105*160mm

Net Weight: about 998g

Professional LED Video Light

YN9000
Light Source: 900 pcs LED beads                  
Luminance Angle: 55°
Color Temperature: 3200K-5600K                 
Input Power: 65W
Color Rendering Index: ≥96             
Lumen: White color 7200 LM; Bi-color 6975LM 
Mobile Phone Remote Control Distance: ≤15m  
Average Service Life: 50000h
Power Supply: 2*NP-F series lithium batteries or 
external 19V    5A DC power supply
Weight: about 2700g                                  

32.5cm

24.5cm

Reflector and Softbox 

YN6000
Light Source: 600 pcs LED beads                
Color Temperature: 3200K-5600K  
Color Rendering Index: ≥95                  
Mobile Control: Bluetooth 4.0               
Average Service Life: 50000h                
Mobile Phone Remote Control Distance: ≤15m        
Lumen: White color 4800LM; Bi-color 4650LM
Compatible Batteries: 2*NP-F series lithium batteries
External Power Source: 12V    5A DC power supply
Luminance Angle: 55°
Remote Control: 2. 4G
Input Power: 50W
Weight: about 2600g

50W LED Video Light

65W LED Video Light

36x25 High-CRI  LED Photographic Accessories

15m 8-group Teamwork
 Wireless Control

LED Constant Current 
Driving Technology

Metal Frame Fast 
Heat Dissipation Effect 65W Low Power High Brightness

Metal Frame Fast 
Comes with Softbox

50W High brightness
Light Source

Cold/Warm Color Temperature
Stepless Dimminge  CRI≥95
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Type: 2.4G On-camera Speedlite transmitter

Exposure control system: E-TTL II/E-TTL Autoflash, 

Manual flash, Multi flash, Gr flash

Channel: Ch1 - 16

ID: 0000-9999

Slave Unit control: Up to 5 groups (A/B/C/D/E)

Transmission Distance: about 100 m 

Flash Ratio Control: 1:8 - 1:1 - 8:1, 1/2-stop increments Flash exposure

FEC: ±3 stops in 1/3-increments

Flash TransmitterYN560-TX PRO C/N/S

MASTER 2.4GHZ ZOOM

20-
200mm

UPGRADE

TTL SPEEDLITEYN200
Model: YN200

Flash Output:200W

Guide No:60@ISO100 (using the reflector)

Color Temperature:5600k

Power Supply: 14.4V 2900mAh lithium battery

Recycle Time: About 0.01-2S

Power Adjustment: 1/1~1/64

Full Power Flashes: About 500

Trigger Mode: Radio slave mode(YN560), optical transmission 

mode(SC/SN), S1, S2, synchronous interface trigger

Flash mode: TTL、M、Multi

Synchronous Interfaces:3.5MM

Upgrade Interface: Micro -USB

Dimensions：About 205*78*53mm(without flash tube)

Weight: About 540g(without battery and flash tube)
System 14.4v 

2900 mAh

 TTL flash
1/8000SUniRF

 Flash power
200 W

            Y
O

N
GN

UO
 2.4G UniRF System

Compatible Triggering System
YONGNUO RF Radio Triggering System

SPEEDLITEYN685EX-RF

Slave Unit Control: Up to 5 groups (A/B/C/D/E)

Transmission Range: Approx.60m                  

Channel: 1~16

ID Setting: 10000 (0000~9999)                  

Net Weight: about 68g

Remote Parameter Control: Flash mode/flash output/focal length

LCD Display Screen: TFT-LCD                       

USB Interface: Type-C

USB Charging: Type-C                                    

Dimension: Approx.55*58*39mm

for S

2.4G
Wireless
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Color Temperature: about 5600K

Guide Number: 60 (ISO 100, 200mm)

Flash Modes: TTL,M,Multi,Gr

Trigger Modes: set-top, radio master,radio slave, 

wireless optical slave (Ss,S1,S2)

Lamp Head Zoom Range: 

20,24,28,35,50,70,105,135,200mm

Contains Items: YN200 speedlite , 200W Flash tube ,

YN-B2900 Li-ion battery ,YN-C2900 charger ,charging cable

High-speed Sync: Provided

Manual Flash: 1/1 - 1/128 power (1/3-stop increments)

Stroboscopic Flash: Provided (1 - 500 Hz)

AF Assist Beam Emitter: Provided

Firmware Update: Provided

Power Source: 2 AA/LR6 alkaline batteries Ni-MH  batteries 

Dimensions: about 67.7* 66.7* 81.3mm

Weight: about 110g (transmitter only, excluding batteries)

MACRO RING FLASH

Free channel switch, stable signal. 

Effective triggering distance up to 60m.

Power Supply Mode: Built-in lithium battery (3.7V/350mAh)

Flash Mode: TTL/M/Multi/Gr

Flash Sync Mode: Front-curtain sync / rear-curtain sync/

high-speed sync

Power Supply Mode: Built-in lithium battery (3.7V/350mAh)

Flash Mode: TTL/M/Multi/Gr

Flash Sync Mode: Front-curtain sync / rear-curtain sync/

high-speed sync

Wireless Flash TriggerYN32-TX for S

Horizontal Rotation Angle: 180 degrees each side

Power Supply: 4*AA alkaline batteries or 

AA nickel-metalhydride (Ni-MH) batteries

Flash Time: about 2 seconds

Radio Transmission Triggering Distance: up to 100m

Volume: about 65×78×210mm (stretched state)

Net Weight: about 427g

YN690EX-RT

Color Temperature: about 5600K

Guide Number: 60 (ISO 100, 200mm)

Flash Modes: TTL,M,Multi,Gr

Trigger Modes: set-top, radio master,radio slave, 

wireless optical slave (Sc,Sn,S1,S2)

Lamp Head Zoom Range: 

20,24,28,35,50,70,80,105,135,200mm

Horizontal Rotation Angle: 180 degrees each side

Power Supply: LB-E1 li-ion battery *1

Flash Time: about 1 second

Radio Transmission Triggering Distance: up to 100m

Volume: about 64×80×205mm (stretched state)

Net Weight: about 447g

for C SPEEDLITE



YN968 SERIES FLASH

Flash times

1-200s
1-20000s

LED color 
temperature

5500k

LED 
luminance

300lux 1m

Lighting
times

 times 
100-
1500

01

02 In wireless flash photography with built-in RF wireless

module products, you only need to ensure that the hot

shoe mount of themaster unit (flash or transmitter) 

matches the camera, when the flash used as slave 

flash unit ,there is no special requirement for the hot 

shoe mount.

Cross-brand camera, 
reuse of old flash models

Wide compatibility: 03 When used as a radio master control unit, it has 5 

groups mof independent control functions, which 

can remotely control the flash mode, flash output, 

and focal length of the slave unit.

Supports multi-group flash
independent control:

It is fully compatible with YONGNUO YN685EX-RF, 

YN650EX-RF,YN320EX, YN685(II), YN560 IV, YN660, 

YN560 III, YN560Li, YN720,YN862Li, YN200, YN32-TX,

YN560TX(pro), RF603(II) , RF602 and other models' 

radio trigger signal.

04 supports 2.4G ultra-long-distance wireless flash, 

the triggering distance can reach about 100 

meters; 16 channels are available for selection, 

and in public places it can be used normally even

with obstacles.

Stable signal, multi-channel optional：

A photographer who uses Nikon camera at the

beginning, then he switched to use Canon camera, 

then uses Sony mirrorless camera now. During the

time, he purchased YN685N for Nikon, 

YN650EX-RF/C for Canon, YN685EX-RF/S and Y

N32-TX/S for Sony, he only needs to install 

YN685EX-RF/S or YN32-TX/S on the Sony camera 

as the master unit, uses YN685EX-RF/S, YN685/N, 

YN650EX-RF/C as the slave unit to easily achieve 

wireless flash shooting.

For example:

RF flash trigger system RF flash trigger system
The RF flash trigger system is developed by 

YONGNUO. It is a high-performance 2.4G wireless

flash trigger system which is compatible with 

YONGNUO RF602 and RF603 flash trigger signal. 

Advantages of RF radio 
trigger system:

YN685EX-RF

YN650EX-RF

YN320EX

YN685(II) 

YN560 IV

YN660

YN560 III
YN560Li

YN720

YN862Li

YN200

YN560TX(pro)

RF602

RF603（II）

YN32-TX

 RF radio trigger system

W
id

e 
co

m
pa

tib
ili

ty
:

RF flash trigger system

RF flash 
trigger system

YN685EX-RF/S

YN32-TX/S

YN685EX-RF/S

YN650EX-RF/C

YN685/N

 slave unit  master unit

 RF radio trigger system

Wi
de

 co
mp

ati
bili

ty:

RF flash 
trigger
system

29 30

YN968EX-RT 
Guide No.: 60 (ISO 100,105mm)

Flash Mode: TTL, M, Multi,Gr

Zoom: Auto,20,24,28,35,50,80,105mm

Power Supply: 4xAAsize batterie

s (Alkaline or Ni-MH available)

Lighting Times: 100~1500 times

 (AA alkaline cell used) 

LED Color Temperature: approx. 5600K

LED Luminance: approx. 300lux(1m)

Dimensions: 78*60.5*206mm

(extended state)

Net Weight: about 435g

For CYN968N II
Guide No.: 60 (ISO 100,200mm)

Flash mode: TTL, M, Multi, Gr

Zoom: Auto, 20,24,28,35,50,80,105,200mm

Power Supply: 4xAAsize batteries

 (Alkaline or Ni-MH available)

Lighting Times: 100~1500 times 

(AA alkaline cell used) 

LED Color Temperature: approx. 5600K

LED Luminance: approx. 300lux(1m)

Dimensions: 78*60.5*214mm

(extended state)

Net Weight: about 445g

For N



RF flash trigger system
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No.3008 Huaqiang North Road, Futian District, Shenzhen,China 0755-8376 2448TEL：

4A25, 4th Floor, Xiandaizhichuang , Huaqiang North Road,
Futian District,Shenzhen,China 135 1061 4930

Shenzhen main store:

No.C2-02 Shengxian Photographic Equipment Plaza, Erma Road,
Dashatou , Yuexiu District, Guangzhou, China

020-8382 7743

B15A, 1st Floor, Wukesong Photographic Equipment City, 
Haidian District, Beijing, China

180 2533 1469

No. 501, 5th Floor, Xingguang Photography City,
No.300 Luban Road, Huangpu District, Shanghai, China

136 6227 7702Shanghai branch store:

2006, Second Floor, Equipment Zone, Provincial Home 
Appliance Market, No. 249, Tanhua'an Road, Jianggan District, 
Hangzhou City, Zhejiang Province, China

138 5805 6313

Flat 44, 8/F, Nan Fung Centre, 264-298 Castle Peak Road, 
Tsuen Wan, New Territories, Hong Kong, China

852-2330 3763

Shenzhen branch store: 

Guangzhou branch store:

Beijing branch store:

Hangzhou branch store:

Hongkong branch store:

TEL：

TEL：

TEL：

TEL：

TEL：

TEL：

US Amazon

YONGNUO store
https://www.amazon.com/s?me=A1K7PEXJD2
ET1B&marketplaceID=ATVPDKIKX0DER

Aliexpress

YongNuo Official Store
www.aliexpress.com/store/5260308

Lazada Malaysia

Yong Nuo Official Store
https://www.lazada.com.my/shop/yong-nuo-official-store/?spm=a2o4k.pdp
_revamp.seller.1.239d74dbRV9vjM&itemId=3722427409&channelSource=pdp

UAE Amazon

YONGNUO
https://www.amazon.ae/stores/YONGNUO/page/
E16E5FF1-8AAA-474C-8E17-1476A048DF34

Aliexpress

YONGNUO GZ Online Store
https://yongnuogzofficial.aliexpress.com

Lazada Singapore 

Yong Nuo Official Store
https://www.lazada.sg/shop/yong-nuo-official-store?
path=index.htm&lang=en&pageTypeId=1

JP Amazon

HK YONGNUO
https://www.amazon.co.jp/sp?seller=A1ZCDBRZPYHGGD

Russia OZON 

YONGNUO Official Store 
https://www.ozon.ru/seller/yongnuo-official-store-
1017675/products/?miniapp=seller_1017675

Lazada Philippines 

Yong Nuo Official Store
https://www.lazada.com.ph/shop/yong-nuo-official-store?
path=index.htm&lang=en&pageTypeId=1

US Amazon

YNLENS
https://www.amazon.com/ynlens

US Amazon

YONGNUO
 https://www.amazon.com/yongnuo

US Amazon

gzphoto
https://www.amazon.com/s?me=A1TDFDU
G3R7MRQ&marketplaceID=ATVPDKIKX0DER

European Amazon

https://www.amazon.it/sp?seller=AK6PH8XFVDYYT
Italy 

https://www.amazon.es/sp?seller=AK6PH8XFVDYYT
Spain 

https://www.amazon.fr/sp?seller=AK6PH8XFVDYYT
France

https://www.amazon.co.uk//sp?seller=AK6PH8XFVDYYT
UK

 https://www.amazon.de//sp?seller=AK6PH8XFVDYYT
Germany

Official Website

https://th.hkyongnuo.com

YONGNUO is a global famous brand of photographic equipment. YONGNUO Store 

provides HIGH-QUALITY & VERY COST-EFFECTIVE photographic equipment, including 

smart cameras, lenses, LED video lights, flashes, flash triggers, tripods, microphones, 

batteries and other photographic accessories.

YONGNUO Official Store YONGNUO Official Store


